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	1.  DRD Title
	2.  Date of current version
	3.  DRL Line Item No.
	RFP/Contract No. (Procurement completes

	Drinking Water System Reporting
	5/3/2012
	ECO-009
	NNJ10336475R


	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	5.  DRD Category (check one)

	Data reports are required to be submitted to the NMED Drinking Water Bureau for purposes of demonstrating compliance with the Safe Drinking Water Act and State of NM Regulations.
	|X|  Technical

	
	[bookmark: Check2]|_|  Administrative

	
	[bookmark: Check3]|_|  SR&QA

	6. References (Optional)
	7.  Interrelationships (e.g., with other DRDs) (Optional)

	40 CFR Sections 141 and 143 and NM drinking water regulations at 20 NMAC 7.10
	

	8.  Preparation Information (Include complete instructions for document preparation)



Data Type:  2

1.0 Quarterly Residual Disinfectant Report:

The contractor shall prepare a residual disinfectant report as specified by NMED drinking water regulations at 20 NMAC 7.10 incorporating the Federal requirements at 40 CFR 141 and 143.  The contractor shall provide a cover letter and CD-ROM with the NMED worksheets included as an Adobe PDF file.  The report is required four times per year; one report for each calendar quarter.  The report shall be provided to NASA at least 5 working days prior to the end of the month following the end of each calendar quarter.  The worksheets shall provide the analytical results, a running average of analytical results over the calendar year, and a written compliance determination. 

2.0 Annual Nitrate/Nitrite Report:

The contractor shall prepare a nitrate/nitrite report as specified by the NMED drinking water regulations at 20 NMAC 7.10 incorporating the Federal requirements at 40 CFR 141 and 143.  The contractor shall provide a cover letter and CD-ROM with the analytical data reports included as an Adobe PDF file.  Sampling is required in December of each year; therefore, the report is required to be submitted to NASA within 30 calendar days of receiving analytical results from the December sampling event (generally late January or early February).  The CD-ROM report must include the actual data reports as sent to NASA from the contracted analytical laboratory.

3.0 [bookmark: _GoBack]Triennial Drinking Water Multiple Analyte Analytical Report: 
  
The contractor shall prepare a triennial drinking water constituent report as specified by the NMED drinking water regulations at 20 NMAC 7.10 incorporating the Federal requirements at 40 CFR 141 and 143.  The contractor shall provide a cover letter and CD-ROM with the analytical data reports included as an Adobe PDF file.  Sampling is required every 3 years (triennially) during the month of December.  Therefore, the report is required to be submitted to NASA within 30 calendar days of receiving analytical results from the December sampling event (generally late January or early February).  The multiple analyte report must include the actual laboratory data reports as sent to NASA from the contracted laboratory.  The report shall include results for synthetic organic compounds, volatile organic compounds, cyanide, fluoride, and metals.


4.0 Triennial Lead and Copper Analytical Report:

The contractor shall prepare a triennial lead and copper report as specified by the NMED drinking water regulations at 20 NMAC 7.10 incorporating the Federal requirements of 40 CFR 141 and 143.  The contractor shall provide a cover letter and CD-ROM with the analytical data reports included as an Adobe PDF file.  Sampling is required every three years (triennially) in the month of December (last report submitted in October 2010.)  Therefore, the report shall be submitted to NASA within 30 calendar days of receiving analytical results from the December sampling event (generally late January or early February).  The lead and copper report shall include the actual laboratory data reports as sent to NASA from the contracted laboratory.  In addition, the report shall include a calculation of the 90th percentile data values for both lead and copper and an associated compliance determination statement.

5.0 Annual Disinfectant By-Product Report

Sampling Requirement: Annual HAA/TTHM sampling in July
Reporting: Report due to NASA within 5 working days prior to the 10th of the month following receipt of Analytical Data (Typically September 5)

6.0 Drinking Water Asbestos Report

Sampling Requirement: Sampling on a nine year cycle (Typically in June)
Reporting: Report due to NASA within 5 working days prior to the 10th of the month following receipt of Analytical Data (Typically August 5)

7.0 Triennial Radionuclide Report

Sampling Requirement: Quarterly sampling every third year 
Reporting: Report due to NASA within 5 working days prior to the 10th of the month following receipt of Analytical Data (Typically April 5)

8.0 Distribution:  RE/NASA Environmental Program Manager
                             Archive in the Environmental Records Management System
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